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TECH PUBLIC SRV05-4
—SRmZ— Low Capacitance TVS Diode Array

Mechanical Characteristics

@ ESD protection for high-speed data lines to

IEC 61000-4-2 (ESD) +15kV (air), +8kV (contact) @ JEDEC SOT-23 6L package

IEC 61000-4-4 (EFT) 40A (5/50ns) € Molding compound flammability rating: UL 94V-0
IEC 61000-4-5 (Lightning) 12A (8/20us) € Marking : VO5

Array of surge rated diodes with internal TVS Diode @ Packaging : Tape and Reel per EIA 481

Small package saves board space
Protects four 1/0 lines

Low capacitance: 3pF typical

Low clamping voltage

Low operating voltage: 5.0V Applications

Solid-state silicon-avalanche technology

00000

USB 2.0 Power and Data Line Protection
Video Graphics Cards

Monitors and Flat Panel Displays

Digital Video Interface (DVI)
10/100/1000 Ethernet

Notebook Computers

SIM Ports

ATM Interfaces

IEEE 1394 Firewire Ports

Ordering Information

Part Number Qty per Reel |ReelSize
SRV05-4 3000 7"

0000000

Pin Configuration Circuit Diagram
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TECH PUBLIC _ SRV05-4
—SAEF— Low Capacitance TVS Diode Array

PROTECTION PRODUCTS

Absolute Maximum Rating
Rating Symbol Value Units
Peak Pulse Power (tp = 8/20us) Ppk 300 Watts
Peak Pulse Current (tp = 8/20us) lp 12 A
ESD per IEC 61000-4-2 (Air) Vo 15 kV
ESD per IEC 61000-4-2 (Contact) 8
Lead Soldering Temperature T 260 (10 sec.) °C
Operating Temperature T, -55 to +125 °C
Storage Temperature Ters -55 to +150 °C
Electrical Characteristics
SRVO05-4
Parameter Symbol Conditions Minimum Typical Maximum Units
Reverse Stand-Off Voltage Vewu Pin 5to 2 5 \"
Reverse Breakdown Voltage Ver [, =1mA 6 \
Pin 5to 2
Reverse Leakage Current I Veuw = 9V, T=25°C 5 pA
Pin 5to 2
Forward Voltage ' I, = 15mA 1.2 Vv
Clamping Voltage Ve I, = 1A, tp = 8/20us 12.5 \
Any 1/0 pin to Ground
Clamping Voltage V. I, = BA, tp = 8/20us 17.5 \"
Any 1/0 pin to Ground
Junction Capacitance CJ. V, =0V, f=1MHz 3 5 pF
Any 1/0 pin to Ground
V., =0V, f=1MHz 1.5 pF
Between 1/0 pins
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PRQTECTION P_RQDUCTS
Typical charateristics

SRV05-4
Low Capacitance TVS Diode Array

Fig1. 8/20us Pulse Waveform Fig2. ESD Pulse Waveform (according to IEC 61000-4-2)
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Fig3. Power Derating Curve
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TECH PUBLIC _ SRV05-4
—SRABEF— Low Capacitance TVS Diode Array

Outline Drawing - SOT23-6

Wﬂ :

DIMENSIONS
DIM INCHES MILLIMETERS
MIN INOM|MAX| MIN [INOM|MAX

2X /] A1 000 - |.006]000] - |0.45
T ,,+,,, El GAGE ! c A2 |.035 | .045 | .051 | .90 | 1.5 | 1.30
1 2 1 ¥ PLANE ‘ J ; b [.010]| - |.020/025]| - |0.50
tﬁ | c [.003] - |.009[0.08] - |0.22
[ Jeec]C] L ﬁ D | .110 | 114 | .118 | 2.80 | 2.90 | 3.00
2x N/2 TIPS 01 E1 | .060 | .063 | .069 | 1.50 | 1.60 | 1.75
(L1 E 110 BSC 2.80 BSC
e .037BSC 0.95BSC
DETAL A el .075 BSC 1.90 BSC
L [.012].018 | .024 | 0.30 | 0.45 | 0.60
L1 (.024) (0.60)
N 6 6

D % % o1 0° | - [10°] 0° [ - [10°
S aaa .004 0.10
il A2 A \ bbb .008 0.20
SEATING e cce .008 0.20
PLANE B J L A /\SEE DETAIL A
;c

SIDE VIEW
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Land Pattern - SOT23-6

DIMENSIONS
DIM INCHES MILLIMETERS
; (:098) (2.50)
055 1.40

J'@Y

C
G

z P 037 0.95
X 024 0.60
Y 043 1.10
Z 141 3.60

WWW.TECHPUBLIC.COM.TW





